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shaft with a small screw, and glue a
short piece of round wood in the hole
in the other end. The rear end of the
jib can be held down by a short piece
of chain and a small screw-hook. The
front part (J) and the driver's seat can
be made from pieces of J-inch wood,
and are nailed or screwed in place. The
steering wheel is simply an iron toy
wheel about if inches diameter, screwed
on to the end of a piece of dowel rod
glued into a hole in the platform. The
running wheels are wooden ones,
ij inches in diameter, and are fixed to
the bearing brackets with round-headed
screws and washers.

The Finished Crane.

To   complete   the   crane   you   will
require 5 or 6 yards of thin twine, one

end of which must be attached to the
winding drum and wound up. The
other end is passed over the pulley
(see Fig. 2), and tied to a small hook,
which you can bend to shape from a
piece of thick wire. The little bucket
can be made from a tin and a piece of
bent wire.

The finished toy can be painted with
enamel in one or two colours.

Small tins of cellulose paint in a
wide variety of colours can be obtained
for this purpose. It is recommended
that the body of the toy be painted
grey, the wheels red, and the arms
blue. Cellulose paint is quick drying,
but it is inflammable and should there-
lore be kept away from a naked flame.
Use a very soft camel-hair paint brush
with which to apply it.

READY FOR USE
This illustration shows clearly what a Strong and serviceable model can be made following
the few simple and clear instructions given in the text.